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Further, CEQA Section 15301, subsection (c) states, “Existing highways and streets, sidewalks, gutters,
bicycle and pedestrian trails, and similar facilities (this includes road grading for the purpose of public
safety, and other alterations such as the addition of bicycle facilities, including but not limited to bicycle
parking, bicycle parking, bicycle-share facilities and bicycle lanes, transit improvements such as bus lanes,
pedestrian crossings, street trees, and other similar alterations that do not create additional automobile
lanes).”

The Cottles Trail Americans with Disabilities Act (ADA) Improvements and Undercrossing Project consists
of ADA improvements to an existing trail and construction of a new undercross...g under State Route 120
to connect two (2) existing portions of the Cottles Trail, and provide connectivity to the Cost Less
Shopping Center. The existing trail runs along State Route (SR) 120. To access the Cost Less shopping
center, pedestrians and bicyclists must cross SR 120 creating a potential safety hazard. The existing trail
is 0.32-mile, and the length of the undercrossing improvement are 0.08-mile. The Project does not include
a significant expansion of the trail but will connect two (2) portions of an existing trail via an undercrossing
along with appropriate ADA Improvements. The Project will include a negligible expansion of the of the
trail to provide connectivity to alleviate public safety concerns with the existing crossing through SR 120
for access to the Cost Less Shopping Center. Please see Attachment A for further detail regarding the

Proposed Project.”
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Name & Title: Mark Niskanen, Contract Planner
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Attachment A: Proposed Improvement Plans
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EROSION MEASURES SHALL oF
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CONCRETE WASTE MANAGEMENT NOTES

SLURRY WASTES
PCC AND AC WASTE SHALL NOT BE ALLOWED TO ENTER STORM DRAINS OR WATERCOURSES.-
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2 L BE INSTALLED DURING THE WET SEASON (OCTOBER 1 THROUGH R S €n
APRIL 30). SED'ME"" °°““‘°t BMPG SHALL BE INSTALLED AND MAINTAINED YEAR ROUND. 2. PCCAND AC WASTE SHALL BE COLLECTED AND DISPOSED OF IN A TEMPORARY CONCRETE WASHOUT FACILITY. s o a0

3. EFFECTIVE EROSION CONTROL BMPs SHALL BE IN PLACE PRIOR TO ANY STORM EVENTS. 3. ASIGN SHALL BE INSTALLED ADJACENT TO EAGH R FACILITY TO INFORM o 6' << g

UTILIZE THE PROPER FACILITIES. 0@

4, THE NAME, ADDRESS AND 24-HOUR TELEPHONE NUMBER OF E FOR IMPL oF TE T Eo

CONTROL PLAN SHALL BE PROVIDED. 4. DONOTALLOW SLURRY RESIDUE FROM WET CORING OR SAW-CUTTING AG OR PCC TO ENTER STORM DRAINS OR RECEIVING WATERS. _NOTI E on N
—

5 RAINAGE INLETS IMMEDIATELY DOWNSTREAM OF THE WORK AREAS AND WITHIN THE WORK AREAS SHALL BE PROTECTED WITH SEDINENT 5. VAGUUM SLURRY RESIDUE AND DISPOSE [N A TEMPORARY PIT AND ALLOW SLURRY TO DRY, DISPOSE OF DRY SLURRY RESIDUE IN AGCORDANCE WITH EME CAUTION SHALL BE USED TO ENSURE o i
CONTROL AND [NLET FILTER BAGS YEAR ROUND, INLET FILTER BAGS SHALL BE REMOVED FROM THE DRAINAGE INLETS UPON COMPLETION OF BMPWMS. CONSTRUCTION ACTIVITIES DO NOT DISTLIRE o aw
CONSTRUGTION. THE STANISLAUS RIVER'S NATURAL HABITAT. =

8 COLLECT RESIDUE STANDARD .02 AND 42202, =z 2

8 L KEEP ALL PUBL TO THE FROJECT SITE FREE AND CLEAR OF MUD AND SILT DURING THE TERM OF ~CONSTRUCTION." S 0ob

LTHIS BY RAIN OR BY THE oL, =
1 awsmee ©coEss L ) ‘ON-SITE TEMPORARY CONCRETE WASHOUT FACILITY, TRANSIT TRUCK WASHOUT PROCEDURES 8 oo
8 TEMPORARY CONCEIE WASHOUT FACILITES SHALL GELOCATED A MINHIUH OF {5 1 (0 T FROM STORM DRAIN WLETS, OPEN DRANAGE
THE STABILIZED ACGESS SHALL BE 'AYEAR ROUND BASIS UNTIL THE GOMPLETION OF CONSTRUCTION. FACILITIES, AND WATERCOURSES, UNLESS DETERMIN e PGy SHALL BE LOGATED AWY PO LEGEND I E
cor TRAF! CESS PREVENT DISTURE, CKING. e

B WHEN NEGESSARY, WHEELS SHALL BE GLEANED TO REMOVE SEDIMENT PRIOR TO ENTRANGE ONTO PUBLIG RIGHT.OF-WAY, WHEN WASHING IS MR, TAFAE o ACCESE AREASToPEVENT DTURGANGE O TRAGN w ,<_E
REQUIRED, ITSHAU- BE DONE ON AN AREASTAB" ROCK THAT! . ASIGN SHALL BE INSTALLED ADJACENT TO EACH WASHOUT FACILITY T0 [NFORM CONCRETE EQUIPMENT OPERATORS TO UTILIZE THE PROPER
SEDIMENT- BE DITGH, OR O SANDAAGS, GRAVEL, BOARDS, OR 2 ASIOH SHALL SEINSTALLED AD TFA ! ETE ‘STABILIZED CONSTRUCTION w

OTHER APPRWED METHODS. ENTRANCETC-1
3. TEMPORARY CONCRETE WASHOUT FACILITIES SHALL BE CONSTRUCTED ABOVE GRADE. TEMPORARY CONCRETE WASHOUT FACILITIES SHALL BE _
5. SEDIMENT CONTROL BMPs SHALL BE PLACED ALONG THE PROJECT PERIMETER WHERE DRAINAGE LEAVES THE PROJECT. SEDIMENT CONTROL BMPs 'QUANTITY AND SIZE TO CONTAIN ALL LIGUID AND CONCRETE WASTE GENERATED BY WASHOUT FBER ROLLS 505
HALL BE YEAR THE LETE ANDNO LONGER OPERATIONS.
LEAVES THE SITE. g
4. TEMPORARY WASHOUT FACILITIES SHALL HAVE A TEMPORARY PIT OR BERMED AREAS OF SUFFICIENT VOLUME TO COMPLETELY CONTAIN ALL LiQUID ——s——%—— SILT FENCE SC-{ <

10, ALLEROSIONAND CONTROL MEASURES DISTURBED AREAS ARE STABILIZED, CHANGES T AND \TED DURING W il
AN SEDIMENTATION GONTAOL PLAN SHALL BE HADE T MEET FIELD CONGTIENS, BT NI WITH THE APPROVAL OF G AT THE DIRECTION OF THE R
CITY ENGINEER. s OUT OF CONCRETE TRUCKS I AREAS ONLY. €  swosrcommerscs 23

11, DURING THE RAINY SEASON ALL SIDEWALK AND PAVED AREAS SHALL BE KEPT CLEAR OF EARTH MATERIAL AND DEBRIS. THE SITE SHALL BE 8. ONCE CONCRETE WASTES ARE WASHED INTO THE DESIGNATED AREA. AND ALLOWED TO HARDEN, THE CONCRETE SHALL BE BROKEN UP, REMOVED, 3%
MAINTAINED SO AS TO MINIMIZE SEDIMENT LADEN RUNOFF FROM ENTERING ANY STORM DRAINAGE SYSTEM. AND DISPOSED, DISPOSE OF HARDENED CONCRETE ON A REGULAR BASI @ e ST DRAIN 20N

EDIMEN 58

12. CONTROL PLA Y THE FRSTWINTER BURING WHICH CONSTRUCTION S0 TAKE FLACE, PLANS AR JENPORARY coNCRETE VnSHOUT sAGLITY (e ASovE PROTECTION SC-10 233

TD BE RESUBMITTED PRIOR TO SEPTEMBER 1 OF EACH SUBSEQUENT YEAR UNTILL THE CITY ACCEPTS THE SITE IMPROVEMENTS. % PORARY CONCE RE\‘EWASHDU\'FM:IL[TY(TYFEABO\/EGRADE)SNALLBECDNsTRUCTEDASSEIOWN ON THE PLANS, WITH A RECOMMENDED 7273  TYPE3BARRICADES WITH =3
anaum LENGTH AND MAINUK WIDTH OF 31 (10 FEET) BUTWITH SUFFICIENT QUANTITY ANDVOLUME TO CONTANALL LIQUID AND CONCRETE A e CLOEED SiaN i

3. TISTHE ILITY OF TO INSPECT AND REPAIR ALL EROSION CONTROL FACILITIES AT THE END OF EACH WORK DAY DURING By T T R T AT B A S AT T Co TAATONS CxPEER: UPON O

THE RAINY SEASON. APPRWAI. OF THE. ENEINEER. DESIGNATED S o
CONSTRLICTION DEBRIS ettt m—————eed
14, ITIS THE RESPY ITIES OF THE TEMPORARY BORROW AREAS AND/OR 2 PLASTICLNING ATERIAL SHALL DEAMNMLIM OF 60 ML POLYETHY! AND SHALL ES, TEARS OR OTHER DEFECTS THAT AREA (UTILIZE WATER- TIGHT
CONTROL MEASURES SATISCACTORY TO THE CTY ENGINEER. COMPROMISE THE IMPERMEABILITY OF THE MATER e TERE Eon ot "
WS |
15, THE CLEANING OF DURING AND AT’ oF HALL BE SWEEPERS. THE REMDVAL OF TEMPORARY CONCRETE WASHOUT FACLITI 'VEHICLE AND EQUIPMENT &
USE OF WATER TRUCKS TO "WASH DOWN" THE STREET IS PROHIBITED. TEMPORARY CONCRETE WASHOUT FACILITIES ARE NO LONGER REQUIRED FOR m& WDRK. AS MAINTENANCE AREA NS-10 2
CONCRETE SHALL BE REMOVED AND DISPOSED OF. MATERIALS USEDTO ‘SHALL BECOME 8
16, AL MATERIAL SHALL THE PROPERTY OF THE CONTRACTOR, SHALL BE REMOVED FROM THE SITE OF ‘meoRK. 'AND SHALL BE DISPOSED OF. Y
=18
17, CONTRACTOR SHALL PLACE FIBER ROLLS AROUND THE INSPECT, FIBERROLLS 2. HOLES, CAUSED BY OFTHE FACILITIES SHALL BE DESIGNATED AGGRECATE A
'SHALL BE DEPOSITED TO AN AREA THAT WILL NOT CONTRIBUTE 7O BACKFILLED WITH TiONS. pridviney g
'SEDIMENT RUN-OFF AND GAN BE PERMANENTLY STABILIZED. |8
a NASTE POLLUTION 0 L
18 NO ON-SITE FUELING SHALL TAKE PLACE, e DESIGNATED WASHDOWN =i
18, THE CONTRACTOR SHALL KEEP THE WORK SITE FREE AND CLEAR OF RUBBISH AND DEBRIS. 4, THE WPCM SHALL MONITOR CONCRETE WORKING TASKS, SUCH AS SAW CUTTING, CORING, GRINDING AND GROOVING AT LEAST WEEKLY TO ENSURE :;(
PROPER METHODS ARE EMPLOYED.
0. THROUGHOUT ALL PHASES OF CONSTRUGTION, NCLUDING SUSTEXSION OF WORK, AND UNTIL FAL ACCEPTANCE OF THE PROJECT, THE |
KEEP 1M IN A CLEAN AND ORDERLY CONDITION, DISPOSING OF REFUSE AND LITTER IN AMANNER 5. TEMPORARY CONCRETE WASHOUT FACILITIES SHALL BE MAINTAINED TO PROVI ACIT AMININUM SHEET
SRNSFAGTORY 70 THE GiTY, 7R ABOVE GAADE FACILTIES AND 17-FOR BELOMW GRADE FAGLITIES. VANTANING TEUPORARY G ETE WASHOUT FACILITIES SHALL INCLUDE
REMOVING AND DISPOSING OF R FUNGTIONAL GONDITION.  HARDENED CONGRETE
21, THE FOLLOWING PLANS ARE ACCURATE FOR EROSION CONTROL PURPOSES ONLY. MATERIALS SHALL BE REMOVED AND L] WITHTHE IN SECTION 15-3.02, "REMOVAL METHODS", OF THE 5
'STANDARD SPECIFICATIONS.
22 THE N THIS PLAN TO BE USED AS A GUIDELINE FOR TO COMPLY WITH THE
THE CONTROL BOARD. TOTHIS FLAN. 6. EXISTING FACILITIES MUST BE CLEANED, OR NEW MUST! AND READY FOR USE ONCE' 1575% FULL. OF 5 SHEETS






